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Compact washer disinfectors with forced hot air drying

Washing chamber
Chamber volume ~60 lt / 15.85 Gal US
Basket volume ~50 lt / 13.20 Gal US

Steelco DS 50 DRS range is an efficient aid for the cleaning, thermal disinfection and forced hot air drying of all types of dental 
instruments. Manufactured to allow an easy installation onto a bench top, it grants a fast and effective treatment of dental instruments 
and utensils excluding the professional risk due to handling infected instruments. The DS 50 HDRS model is dedicated to stand alone 
installation and can be easily integrated into existing furniture. All the models provide a practical and safe solution for chemical storage.

DS 50/2 DRS
The DS 50/2 DRS double 
door model is suitable for 
barrier installations reducing 
cross contamination by 
separating dirty and clean 
areas.

The filtered forced air drying 
system with adjustable time 
and temperature settings, 
helps to ensure a comple 
drying of all instruments and 
tubes both inside and outside.

Forced hot air drying Standard compliant

Chemical storage 

On DS 50 DRS and DS 50/2 DRS models, 
chemical tanks are integrated in the front panel 
and provided with quantity inspection window.

On DS 50 HDRS model, the large storage on 
bottom basement allows to allocate up to two 5 
lt (1.32 Gal US) chemical containers.

Steelco DS 50 DRS range washer disinfectors 
are designed to comply with the European EN 
ISO 15883 and UK HTM 01-05 guidelines on 
decontamination and are classified CE medical 
device (Community Rule 93/42/CEE).

Developed as a desktop unit (table top) Steelco 
DS 50 is the most compact solution to a thermodi-
sinfector. For smaller practices, the DS 50 offers 
sufficient capacity for the reprocessed dental 
instruments of all types.
Despite its compact design, the DS 50 all com-
ponents of a large-WDs are installed, even in a 
thermal disinfection at 93 ° C are possible.
The consumption of energy, water and process 
chemicals is reduced through efficient cleaning 
and dosing to a minimum.
The DS 50 is an approved medical device (93/42/
EEC) corresponds, in its design, the requirements 
of EN ISO 15883 and is validatable. A fully auto-
matic batch documentation with A0 value indica-
tion is possible by means of an external printer.
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Dimensions and connections
Standard electrical connection (International) 230V/~/50Hz

Optional electrical connection (North America)* 220V/~/60Hz

Power 2750 W

Pump power 150 W

Noise 52 dB(A)

Permitted room temperature +5°C/41°F  -  +40°C/104°F

Dryer blower up to 100 m3/h - 3531 ft3/h

Dryer heating 750 W
* other electrical connections also available as optional

Optional
- DI water connection - HEPA H14 air filter - Water softner
- 2nd Chemical dosing pump
 (with integrated liquid container on front panel for DS 50 DRS and DS 50/2 DRS models)

- External printer ST1 - Ethernet connection

- High safety and easy to use soft touch 
control system on glass panel with LCD 
colour display to visualize cycle status.

- 20 standard pre-programmed cycles 
available and 20 additional cycles 
available for customization.

- USB port for historical cycle data 
download and software upgrades.

- RS 232 port for printer connection to 
monitor and validate washing phases.

- High visibility full glass door.
- Filtered forced air drying system with 

adjustable time and temperature 
settings, helps to ensure the complete 
inside and outside drying of all the 
dental instruments and tubes.

- The built-in water softener, optional, 
provides optimal cleaning effectiveness 

- Washing and Disinfection temperatures 
are fully adjustable up to 93°C. 
Temperature is monitored by two 
independent sensors.

- Standard steam condenser eliminates 
vapours from entering the washing area.

- Heavy washing pump ensures high 
flow rate combined with effective 
spray pressure. Triple water filtering 
system captures residue preventing re-
circulation and extending the pump life.

- Inner cabinet, washing arms and tank 
filters made of high quality AISI 316L 
stainless steel.

- A built-in automatic liquid dispenser is 
standard. A second automatic liquid 
dispenser normally used for rinse aid 
chemical is available as option.

- Liquid chemical levels are controlled by 
a pressure switch.

 DS 50 HDRS model
- Ergonomic design of the door level 

height allows to the user a convenient 
loading/unloading job.

- Storage on bottom basement to allocate 
up to two 5 lt (1.32 Gal US) chemical 
containers.

DS 50 DRS range - Key features

Integrated USB port

A USB port integrated on the front panel is 
a standard feature on this model allowing 
the operator easy historical cycle data 
transfer from the machine to PC.

Ethernet connection is available as option.

A complete range 
of wash baskets is 
available for dental 
instruments and 
accessories.
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